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Part Number HP Volt PH Type Weight 

MVPS-RE1 1 1/2 230 1 Grinder 100lbs 

*Call for other sizes 

 22#07  !)3. 1712#+ 
Part Number Description Weight 

BBUPW 

Simplex package, 7.5 amps with FLA Switch 
Includes battery box, 36° P/N cables, check valve, and  

1) CPS3-11 pump 
Battery not included 

40 lbs. 

BBUP900DW 

Duplex package, 7.5 amps with FLA Switch 
Includes battery box, 36° P/N cables, and  

2) CPS3-11 pumps 
Battery not included 

66 lbs. 

PUMPS 
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Part Number HP Volt PH Switch Cord Type Weight 

CPS3-11 1/3 115 1 Manual 10 Sump/Effluent 25lbs 

CPS3A-11 1/3 115 1 Auto 10 Sump/Effluent 26lbs 

CPS3V-11 1/3 115 1 Vertical 10 Sump/Effluent 27lbs 

CPS33-11 1/3 115 1 Manual 10 Sump/Effluent 23lbs 

CPS33A-11 1/3 115 1 Auto 10 Sump/Effluent 25lbs 

CPS33V-11 1/3 115 1 Auto 10 Sump/Effluent 25lbs 

CPS5-12 1/2 115 1 Manual 20 Sump/Effluent 40lbs 

CPES5-11 1/2 115 1 Manual 10 Effluent 24lbs 

CPES5A-11 1/2 115 1 Auto 10 Effluent 25lbs 

CPE4-12 4/10 115 1 Manual 20 Effluent 37lbs 

CPE4A-12 4/10 115 1 Auto 20 Effluent 39lbs 

CPE4-22 4/10 230 1 Manual 20 Effluent 37lbs 

CPE5-12 1/2 115 1 Manual 20 Effluent 37lbs 

CPE5A-12 1/2 115 1 Auto 20 Effluent 39lbs 

CPE55-12 1/2 115 1 Manual 20 Effluent 37lbs 

CPEH5-12 1/2 115 1 Manual 20 Effluent 36lbs 

CPEH5A-12 1/2 115 1 Auto 20 Effluent 38lbs 

CPEH5-22 1/2 230 1 Manual 20 Effluent 36lbs 

CPSTEP512 1/2 115 1 Manual 20 Effluent 74lbs 

CPSTEP522 1/2 230 1 Manual 20 Effluent 69lbs 

CPSTEP1022 1 230 1 Manual 20 Effluent 77lbs 

CPSTEP1522 1 1/2 230 1 Manual 20 Effluent 77lbs 

CPSTEP2022 2 230 1 Manual 20 Effluent 77lbs 

CPG1012 1 115 1 Manual 20 Grinder 81lbs 

CPG1022 1 230 1 Manual 20 Grinder 81lbs 

CPG2022DS 2 230 1 Manual 20 Grinder 90lbs 

CPG2022DSA 2 230 1 Auto 20 Grinder 92lbs 

PUMPS 503 - 663 - 0618  

*Call for other sizes or options 
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1#5 %# .3+.1 
Part Number HP Volt PH Switch Cord Type Weight 

CPEW5-11 1/2 115 1 Manual 10 Sewage 25lbs 

CPEW5A-11 1/2 115 1 Auto 10 Sewage 27lbs 

CPW4R-12 4/10 115 1 Manual 20 Sewage 40lbs 

CPW5-12 1/2 115 1 Manual 20 Sewage 38lbs 

CPW5A-12 1/2 115 1 Auto 20 Sewage 40lbs 

CPW5-22 1/2 230 1 Manual 20 Sewage 39lbs 

CPWH5-12 1/2 115 1 Manual 20 Sewage 40lbs 

CPSE512 1/2 115 1 Manual 20 Sewage 79lbs 

CPSE522 1/2 230 1 Manual 20 Sewage 77lbs 

CPSEF712 3/4 115 1 Manual 20 Sewage 79lbs 

CPSEF722 3/4 230 1 Manual 20 Sewage 77lbs 

CPSE1022 1 230 1 Manual 20 Sewage 82lbs 

CPSE1522 1 1/2 230 1 Manual 20 Sewage 84lbs 

CPSE2022 2 230 1 Manual 20 Sewage 85lbs 

*Up to 60HP available (non-clog) 

PUMPS 
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Pump GPM TDH HP Volt Phase Discharge 

WTE10051Q 10 165® 1/2 115 1 1 1/4" NPT 

WTE10052Q 10 165® 1/2 230 1 1 1/4" NPT 

WTE18051Q 20  95® 1/2 115 1 1 1/4" NPT 

WTE 25051Q 30  50® 1/2 115 1 1 1/2" NPT 

WTE35051Q 30  55® 1/2 115 1 2° NPT 

WTE40051Q 50  25® 1/2 115 1 2° NPT 

&-0'8-,2 *  --12#0 .3+. 
Part Number HP Volt PH Type Weight 

X2G10B12M 1 115 1 Booster 48lbs 

XG5B6M 1/2 115 1 Booster 45lbs 

*Call for other sizes 

20® SOOW CABLE STAINLESS STEEL CHECK VALVE STAINLESS STEEL SCREEN 

WEBTROL®s WTE Turbine Effluent Series pumps are specially designed and manufactured to handle the most  
demanding wastewater applications. The WTE floating stack design provides exceptional resistance to abrasive 
damage, extending the life of the pump. Other sizes are also available. Please contact us if your options are not 
listed here. 

PUMPS 503 - 663 - 0618  

Available upon request. 
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Part Number Hertz 
Airflow 

(1/min) 

Normal 

Pressure 

Outlet  

Diameter ID 

Outlet 

Diameter OD 

Power 

Use 

MAC40RII 60 Hz 40 1.7PSI 
0.511 in. 

(13 mm.) 

0.708 in. 

(18 mm.) 
34W 

MAC60RII 60 Hz 60 2.2PSI 
0.511 in. 

(13 mm.) 

0.708 in. 

(18 mm.) 
45W 

MAC80RII 60 Hz 80 2.2PSI 
0.511 in. 

(13 mm.) 

0.708 in. 

(18 mm.) 
54W 

MAC100RII 60 Hz 100 2.6PSI 
0.511 in. 

(13 mm.) 

0.708 in. 

(18 mm.) 
83W 

MAC120RII 60 Hz 120 2.6PSI 
0.787 in. 

(20 mm.) 

1.023 in. 

(26 mm.) 
98W 

MAC150RII 60 Hz 150 2.9PSI 
0.787 in.  

(20 mm.) 

1.023 

(26 mm.) 
120W 

MAC200RII 60 Hz 200 2.9PSI 
0.787 in. 

(20 mm.) 

1.023 

(26 mm.) 
170W 

¶ Have been tested for endurance in high and low temperature extremes proving the durability of our diaphragm 
and other components. 

¶ The diaphragm assemblies are easily replaced and replacement parts are readily available. 

4#02'! *  --12#0 .3+.1 
Part Number HP Volt PH Frame Type Weight 

NV25B3FE1T 1 230 1 56C Booster 125lbs 

NV12B13FE3T 3 230/460 3 TEFC Booster 126lbs 

NV25B8FE3T 3 230/460 3 TEFC Booster 85lbs 

NV12B25FE3T 5 230/460 3 TEFC Booster 125lbs 

*Call for other sizes, up to 60HP  

0# 3'*" )'2 

 Part Numbers: 
T-10 (Rebuild Kit)  
H508 (Foam Filter) 
 

¶ Engineering design breakthrough make FujiMAC blowers 
the best choice for energy conservation and  
economical operation. 

¶ Quietest air diaphragm blower among the four U.S. market 
leading brands. 

¶ FujiMAC blowers run seven to nine degrees cooler than 
leading market brands. 

¶ The FujiMAC blower warranty is typically twice that of  
leading U.S. brands. 

PUMPS 
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STEPROS® patented self-cleaning pump vaults were designed with the maintenance entity 
in mind. Their two-chambered vaults house both pump and Ĝlter and are ideal for single 
family residential applications as well as for larger commercial flows. The Ĝlters remove 
solids larger than 1/8° from the effluent going to the pump. These vaults include a unique 
flushing feature that uses Ĝltered effluent to remove any solids that have collected in the 
Ĝlter chamber. Instead of building up on the surface of the Ĝlter, solids are flushed back 
into the tank. This results in Ĝlters that need to be cleaned less often or not at all.  
 

AVAILABLE IN 3 SIZES, 45°, 54°, AND 78° 

1. PEX tubing redirects a small 
flow of effluent from the pump 
back to the Ĝlter chamber to 
clear any buildup on the Ĝlter. 

2. Solids are expelled from the 
Ĝlter chamber through the 2° 
opening. 

 Part Numbers: 
HFSCV45MF12 (45°) 
HFSCV54MF12 (54°) 
HFSCV78MF12 (78°) 

PUMP VAULTS 503 - 663 - 0618  
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.3+. 4 3*2 "'1!& 0%# 11#+ *7 

The STEPROS® pump Ĝlter is designed to provide a 
steady flow of Ĝltered effluent to the pump by removing 
solids larger than 1/8°. This Ĝlter works with the brand®s  
self-cleaning vault. 

STEPROS pump discharge assemblies include all the necessary plumbing components 
to convey effluent from a pump to the collection system. It is designed with the  
maintenance utility in mind to minimize Ĝlter cleaning time and maximize functionality of 
the vault and pump. Custom discharge assemblies are available upon request. 

 Part Numbers: 
DA05-SCV-10GPM (1° discharge assembly) 
DA125-SCV-30GPM (1.25° discharge assembly) 
      

.3+. 4 3*2 . !) %#1 

Part Numbers: 
PV4510 (45° vault, 1° discharge assembly, 10GPM pump) 
PV5410 (54° vault, 1° discharge assembly, 10GPM pump) 
PV4530 (45° vault, 1.25° discharge assembly, 30GPM pump) 
PV5430 (54° vault, 1.25° discharge assembly, 30GPM pump) 
 
Optional panels to include in package: 
50A006 (Simplex Demand Single-Phase Panel, 115/230 V with 3 15® mechanical floats) 
 
More panel options available, see panels page 

Ừ Ừ 
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Item Description Components Qty 

PL-68 

Offers 68 linear ft. of 1/16° Ĝlter 

slots. 

For flow rates up to 800 GPD 

Filter only 
PN: PL-68-30130 

1-14 

15+ 

Housing only 
PN: PL-68-30142-68 

1-7 

8+ 

Filter and housing 
PN: PL-68-30130-68H 

1-7 

8+ 

PL-122 
4° Ĝlter with housing 
Filtration: 1/16° 
For flow rates up to 3,000 GPD 

Includes adapter for 
each Ĝlter 

1-9 

10+ 

PL-250 

 

 

250 linear ft. of 1/16° Ĝltration 

For flow rates up to 3,000 GPD 

Filter only 
PN: 30141-250 

1-9 

10+ 

Housing only 
PN: 30142-250 

1-7 

8+ 

Filter and housing 
PN: PL-250 

1-7 

8+ 

PL-525 
525 linear ft. of 1/16° Ĝltration 
For flow rates up to 10,000 GPD 

Filter 1 

PL-625 
625 linear ft. of 1/32° Ĝltration 
For flow rates up to 10,000 GPD 

Filter 1 

WASTEWATER PRODUCTS 



 ф 

 

$'*2#01 

Item Description Components Qty 

A1801 

4X18 

18° Ĝlter 
Filtration: 1/16° 
For flow rates up to 800 GPD 

Filter only 

1-9 

10+ 

A1801 

4X22 

22° Ĝlter 
Filtration: 1/16° 
For flow rates up to 800 GPD 

Filter and  
gas deflector 

1-9 

10+ 

A-100 
8 X 18 VC 
Filtration: 1/16° 
For flow rates up to 1,200 GPD 

Filter with housing 1 

A-300 
8 X 18 VC 
Filtration: 1/32° 
For flow rates up to 1,200 GPD 

Filter with housing 1 

A-100 
12 X 20 VC 
Filtration: 1/16° 
For flow rates up to 3,000 GPD 

Filter with housing 1 

A-300 
12 X 20 VC 
Filtration: 1/32° 
For flow rates up to 3,000 GPD 

Filter with housing 1 

A-100 
12 X 36 VC  
Filtration: 1/16° 
For flow rates up to 10,000 GPD 

Filter with housing 1 

A-300 
12 X 36 VC 
Filtration: 1/32° 
For flow rates up to 10,000 GPD 

Filter with housing 1 

3014-AB 

Filter alarm panel and  
SmartFilter control switch 
Fits all Zabel Ĝlters and PL-122 
Ĝlters 

Panel and switch 1 

A1801-HEK 
Filter handle that Ĝts 4X18, 4X22, 
& PL-122 Ĝlters 

Handle 1 

3014-HEK 
Filter handle that Ĝts A100, A300, 
A600m PL-525, &  
PL-625 Ĝlters 

Handle 1 

WASTEWATER PRODUCTS 503 - 663 - 0618  
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Part Number Description 

3017-12-4 12° D-Box with 12° flat cover and 4 seals 

3017-206-C 20° D-Box, 6-Hole with 20° flat cover 

3017-207-C 20° D-Box, 7-Hole with 20° flat cover 

3017-20-C 20° D-Box, 8-Hole with 20° flat cover 

3017-C24 24° D-Box with cover, seals/nuts, screws 

2 SIDES 2 SIDES 1 SIDE 3 SIDES 4 SIDES 

3017-206   6-HOLE 3017-207   7-HOLE 3017-20   8-HOLE 

ҐҎӒ"- -6 !32-321 

20° D-Box with Riser and Cover 

"- -6#1 ," ,321 ," 1# *1 
Part Number Description 

3017-H 12° D-Box 

3017-206 20° D-Box, 6-Hole 

3017-207 20° D-Box, 7-Hole 

3017-20 20° D-Box, 8-Hole 

3017-24 24° Rhino D-Box, 10-Hole 

3001-SN 4° seal and nut 

3001-6 6° seal and nut 

PL-HS-513 5 1/8° Holesaw for Rhino D-Box 

ҐҒӒ0&',-  -6 

1-*'" !-4#01 
Part Number Description PLT Qty 

3017-C 12° flat cover for risers and D-Boxes N/A 

3004-C 12° flat cover for corrugated pipes N/A 

300415-C 15° flat cover for corrugated pipes N/A 

3007-HDC 18° flat cover for corrugated pipes 100 

3009-RC 20° domed cover for risers 100 

3017-C20 20° flat cover for risers and D-Boxes 100 

3008-RC 24° domed cover for risers 228 

3008-HD 
24° heavy duty cover for risers and corrugated 

pipes 
150 

3008-West 24° flat cover for risers and corrugated pipes 150 

3010-C30 30° flat cover for corrugated pipes 25 

SR36RL 36° Seal-R Cover for dual-wall riser pipe N/A 

WASTEWATER PRODUCTS 

12° D-Box 
(4 feet and 4 
seals included) 
3017-12-4 

3008-WEST 

3004-C 
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0'1#01 
Part Number Description PLT Qty 

3017-R3 12° x 3° Riser 270 

3017-R 12° x 6° Riser 135 

3009-GR2 20° x 2° Riser N/A 

3009-RP 20° x 3° Riser Pan 132 

3009-LPRP 20° x 3° Low ProĜle Riser Pan N/A 

3009-R 20° x 6° Riser 60 

3009-R12 20° x 12° Riser 28 

3008-GR2 24° x  2° Riser N/A 

3008-RP 24° x 3° Riser Pan 192 

3008-R 24° x 6° Riser 90 

3008-R12 24° x 12° Riser 42 

3008-R12B 24° x 12° Riser w/ Closed Bottom N/A 

!312-+  1',1 

ґҎҎҖ-%ҐҒ 

ґҎҎҖ-0ҏҐ 

ґҎҎҖ-%0Ґ 

ґҎҎҖ-0ҏҐ  

24° X 12° Riser with bottom 

Perfect for installing an effluent Ĝlter or pump outside the tank, or just as 
a drainage well. These watertight basins are made out of High Density 
Polyethylene so they won't breakdown in the harsh septic environment. 
Can be customized to any height in 6° increments, beginning with a 14° 
basin. 

24° X 12° Riser 24° X 6° Riser 24° X 2° Riser 


